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Industrial Data Solutions® – Interconnect Cables
Shielded Twisted Pair Cables

For  more  i n fo rma t i on ,  con tac t  Be lden  Techn i ca l  Suppo r t  +31- 77- 3875- 414  •  www.be l den - emea .com

22 AWG • Stranded (7x30) 0.8 mm Tinned Copper • Twisted Pair • Beldfoil® • 22 AWG Tinned Copper Drain Wire
Polyethylene Insulation • Chrome FRNC/LSNH Inner Jacket • Steel Wire Armor • Black Sunlight-Resistant FRNC/LSNH Jacket • Color Coded Foils (Red, Green, Blue)

300V 80°C 8777LS IEC 1640 500 290.3 131.7 0.76 mm 0.050 1.27 Individual *0.276 *7.00 50 66% CDR/CDR 30.0 98.4 Red, Black
332-3C 3280 1000 712.5 323.2 22 AWG Beldfoil® **0.425 **10.80 CDR/SCR 55.0 180.4 Green, White
BS 7655 (7x30) TC + Drain Wire Green, Black

(22 AWG TC)

3-Pair

* Under Armor
** Over Armor

22 AWG • Stranded (7x30) 0.8 mm Tinned Copper • Twisted Pair • Beldfoil® • 24 AWG Tinned Copper Drain Wire
Polypropylene Insulation • Chrome PVC Jacket

300V RMS 8723 NEC: 100 31 2.2 1.0 0.76 mm 0.046 1.17 Individual 0.168 4.27 45 66% CDR/CDR 35.0 115.0 Red, Black
60°C CM U-500 U-152 10.6 4.8 22 AWG Beldfoil® CDR/SCR 62.0 203.0 Green, White

CEC: 500 152 9.9 4.5 (7x30) TC + Drain Wire
CM U-1000 U-305 20.1 9.1 (24 AWG TC)

1000 305 20.1 9.1
1640 500 32.8 14.9

U-2000 U-610 40.1 18.2
2-Pair 2000 610 40.1 18.2

3280 1000 65.7 29.8
5000 1524 95.0 43.1

10000 3049 200.4 90.9

For Plenum version of 8723, see 88723, 87723 or 82723
Pairs cabled on common axis to reduce diameter.

Polypropylene Insulation • Chrome FRNC/LSNH Jacket

300V 80°C 8723NH IEC 1000 305 23.1 10.5 0.76 mm 0.046 1.17 Individual 0.179 4.55 45 66% CDR/CDR 35.0 114.8 Red, Black
332-3C 1640 500 36.8 16.7 22 AWG Beldfoil® CDR/SCR 62.0 203.4 Green, White
BS 7655 3280 1000 75.0 34.0 (7x30) TC + Drain Wire

(24 AWG TC)

2-Pair
Pairs cabled on common axis to reduce diameter.

Polypropylene Insulation • Chrome FRNC/LSNH Inner Jacket • Steel Wire Armor • Black Sunlight-Resistant FRNC/LSNH Jacket

300V 80°C 8723LS IEC 1640 500 168.7 76.5 0.76 mm 0.046 1.17 Individual *0.179 *4.55 45 66% CDR/CDR 35.0 114.8 Red, Black
332-3C 3280 1000 350.1 158.8 22 AWG Beldfoil® **0.346 **8.80 CDR/SCR 62.0 203.4 Green, White
BS 7655 (7x30) TC + Drain Wire

(24 AWG TC)

2-Pair

* Under Armor
** Over Armor

Plenum • FEP Insulation • Red FEP Jacket

300V RMS 88723 NEC: 100 31 3.3 1.5 0.76 mm 0.046 1.17 Individual 0.148 3.76 40 69% CDR/CDR 35.0 115.0 Red, Black
Non-conduit CMP 500 152 11.0 5.0 22 AWG Beldfoil® CDR/SCR 67.0 220.0 Green, White

CEC: 1000 305 20.9 9.5 (7x30) TC + Drain Wire
CMP FT6 (24 AWG TC)

2-Pair

TC = Tinned Copper • DCR = DC resistance
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