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Industrial Data Solutions® — Industrial Data
DeviceBus® for Square D/Seriplex®
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18 and 22 AWG Stranded Tinned Copper Conductors • Overall 100% Beldfoil® Shield (100% Coverage) • 22 AWG (7x30) TC Drain Wire

Foam HDPE Insulation (Power) • Foam HDPE Insulation (Data) • Orange PVC Jacket
UL AWM Style 20201 3124A NEC: 1000 304.8 47.0 21.3 (2)18 AWG 100% Power Cdrs: .308 7.82 — — 20.0 65.6
(600V 75°C) CL2 CM (16x30) Overall Red&Black

CEC: .040″ TC Beldfoil
CM 6.8Ω/M′ Shield

21.3Ω/km 10.7Ω/M′
(2)22 AWG 35.1Ω/km Data Cdrs:

(7x30) White&Green — 78% 16.0 52.5
.030″ TC
18.1Ω/M′

Seriplex CBL 1822-P18 59.4Ω/km

16 and 22 AWG Stranded Tinned Copper Conductors • Overall 100% Beldfoil Shield (100% Coverage) • 22 AWG (7x30) TC Drain Wire

Foam HDPE Insulation (Power) • Foam HDPE Insulation (Data) • Orange PVC Jacket
300V 75°C 3125A NEC: 500 152.4 31.5 14.3 (2)16 AWG 100% Power Cdrs: .368 9.35 — — 28.0 91.9

CL2 CM 1000 304.8 63.0 28.6 (26x30) Overall Red&Black
CEC: .060″ TC Beldfoil
CM 4.5Ω/M′ Shield

14.8Ω/km 10.7Ω/M′
(2)22 AWG 35.1Ω/km Data Cdrs:

(7x30) White&Green — 78% 16.0 52.5
.030″ TC
18.1Ω/M′

Seriplex CBL 1622-P1 59.4Ω/km

16, 22 and 12 AWG Stranded Tinned Copper Conductors • Overall Beldfoil Shield (100% Coverage) • 22 AWG (7x30) TC Drain Wire

Foam HDPE Insulation (Control) • Foam HDPE Insulation (Data) • PVC Insulation (Power) • Orange PVC Jacket
300V 75°C 3126A NEC: 1000 304.8 112.0 50.8 (2)16 AWG 100% Control Cdrs: .486 12.34 — — 28.0 91.9

CL2 CM (26x30) Overall Red&Black x x
CEC: .060″ TC Beldfoil .363 9.22
CM 4.5Ω/M′ Shield

14.7Ω/km 10.7Ω/M′
(2)22 AWG 35.1Ω/km Data Cdrs:

(7x30) White&Green — 78% 16.0 52.5
.030″ TC
18.1Ω/M′
59.4Ω/km
(2)12 AWG Power Cdrs: — — — —

(65x30) Black&White,
.090″ TC Red&White
1.8Ω/M′

Seriplex CBL 162212-P16 5.9Ω/km
DCR = DC Resistance • HDPE = High-density Polyethylene • TC = Tinned Copper

*Capacitance between one conductor and other conductors connected to shield.

Square D/Seriplex is a Square D/Schneider AEG trademark.

케이블 콘(주) 기술지원팀 :: 콘넥터 문의 0707-434-7701 케이블 문의 0707-434-7702

견적문의 Belden114@cablecon.kr / 0707-434-7704 / Fax. 02-744-0909 / www.CableCon.co.kr




