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Security and Alarm Cable
Commercial Applications
Unshielded
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Part
No.

Unshielded Multi-conductor (NEC CMR FPLR CL3R)

14 AWG
5100UE* 2 19 500 152 20.0 9.1 .015 .38 .234 5.94

U-1000 U-305 38.0 17.2
1000 305 40.0 18.2

5101UE 3 19 1000 305 56.0 25.5 .015 .38 .249 6.32
5102UE 4 19 500 152 38.5 17.5 .015 .38 .276 7.01

1000 305 71.0 33.2
12 AWG

5000UE* 2 19 500 152 29.0 13.2 .015 .38 .268 6.81
1000 305 57.0 25.9

5001UE 3 19 1000 305 82.0 37.3 .015 .38 .286 7.26
*5100UE and 5000UE also available in Red for Fire Alarm (FPLR).

Color Code Chart

Cond. No. Color

1 Black

2 White

3 Red

4 Green

Unshielded Multi-conductor
CMR/CL3R Rated

Product Description

Bare copper conductors, PVC insulation, Gray PVC
jacket with rip cord. Sequential footage marking
every two feet.

Color Code: See chart below.

Specifications

Conductor Bare Copper

Insulation PVC

Insulation Thickness .014″ (.356mm) 

Jacket PVC 

Approvals
NEC CMR FPLR† & CL3R

NEC Articles 725 & 760

Voltage Rating 300V

Temperature Rating 75°C
†CMR FPLR dual rating for 5000UE, 5100UE, 5000FE and 5100FE only.

Applications
• Security Systems

• Intercom/PA Systems

• Sound/Audio Systems

• Power-Limited Controls

• Single Line Telephone

• Fire Alarm Systems (Red Only) Dual Rated**

케이블 콘(주) 기술지원팀 :: 콘넥터 문의 0707-434-7701 케이블 문의 0707-434-7702

견적문의 Belden114@cablecon.kr / 0707-434-7704 / Fax. 02-744-0909 / www.CableCon.co.kr




